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GEOPRESS K

100% Polymer for 100% Safety



GEOPRESS K

The new press system made of 
high strength Polyamide

Gas and drinking water supply

▪ For different types of SDR11 PE pipes –
dimensions from 25 mm to 63 mm.



GEOPRESS K

Internal Sealing Security

Internal sealing without sealing elements

▪ Seal on the fitting without a sealing element 
(rubber rings)

▪ No pipe surface preparation required

Scratching and gouging is very common for HDPE 
Pipe



GEOPRESS K

Insertion Depth Window & Press Indicator

You can control the insertion depth of the 
pipe through the window.

After you have pressed the fitting the window is closed and you 
see the green mark which shows that the connection is pressed 
and ready to use.



GEOPRESS K

Visibly Pressed

▪ Once Pressed green clamping ring becomes visible

▪ The Smart Connect feature shows that unpressed

connections are clearly leaking



Simple 3 step installation
▪ Time (Takes the same time as Propress, around 4 

seconds per press.)

▪ Geopress K has a SC feature

▪ Minimal pipe preparation (reducing risk of failures)

▪ No hot works

▪ No heavy machines or generators

▪ One fitting for gas & water (32-63)

▪ Internal joint (HDPE is commonly scored and scratched

on the outside) 

▪ Geopress K size range is 25mm – 63mm (HDPE pipe is 

measured by OD)

▪ Geopress K can only be used on PN16 SDR11 HDPE, 

PE80 SDR11 and with Pressgun 5/ 4B.

▪ Pressure Rating for Geopress K is 1600kpa Water / 

1000kpa Gas

GEOPRESS K
Advantages of Geopress K
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GEOPRESS K

3 Easy Installation Steps

1 Cut the pipe and push it in

2 Check the insertion depth and mark

3 Press the fitting



GEOPRESS K

3 Easy Installation Steps

▪ Regardless of weather conditions

▪ Immediately resilient

▪ Water in line repairs

▪ Permanent connections in seconds



GEOPRESS K

Tools

▪ Pressguns - 5, 4B, PT3.

▪ Ring jaws- Z2

▪ Press rings size 

▪ 25 mm

▪ 32 mm

▪ 40 mm

▪ 50 mm

▪ 63 mm



GEOPRESS K

Extensive Range of Fittings



GEOPRESS K

Extensive Range of Transition Fittings



GEOPRESS K

HDPE Tapping Valve

▪ Mechanical fastening

▪ Gas and water supply

▪ For HDPE, PE-X pipes

▪ Sizes 63mm to 200mm

▪ 32mm to 63mm outlet



GEOPRESS K

Tapping Valve

Characteristics

▪ Internal Springs to assist with Pipe      

expansion / contraction

▪ Inside sealing element

▪ Material plastic Polyamide

▪ Zero lead

▪ Pressed marking

▪ Insertion depth control cutter

▪ Suitable for live tapping

▪ Size range 63mm to 200mm HDPE

▪ 32mm – 63mm Saddle Adaptors

▪ minimal pipe preparation





GEOPRESS K

Hand Press installation

▪ Manual tool available

▪ Only for Tapping Valves

▪ If you have not enough room for the 

pressgun



GEOPRESS K

Tapping Valve



GEOPRESS K

For safe and economical domestic connections

Polymer press connections for in ground Gas & 

Water supply lines.



Viega.
Connected in Quality.


